Position monitoring devices
Safety switches

Safety gate systems
Optoelectronic protective devices
Safe camera systems

the spirit of safety
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Business activities

Components

Sensor technology

vVVvvVvVvYyyw

Position monitoring devices
Safety switches

Safety gate systems
Optoelectronic protective devices
Safe camera systems

Control technology » Line inspection devices P

» Relays for electrical safety 1 =

» Relays for functional safety 1 -[—

» Configurable control systems -

» Compact programmable control systems "7 ':::"":

» Modular programmable control systems '-i- El:l'

» Decentralised periphery = =
Networks » Safe fieldbus systems (SafetyBUS p'

> Ethernet systems

» Wireless systems (SafetyNET p

iﬁdg,tal,\/ﬂp’

Drive technology » Motion control systems -

» Servo amplifiers &

» Motors

> Gears 6
Operator and » Control and signal devices

visualisation systems

Operator terminals

Software

Systems

Automation system
PSS 4000

Services

Consulting
and engineering

vV

vVVvVVvVeYyvw

System software and tools
Application software

Control systems
Real-time Ethernet
Software platform

b FTTYT
@fetyNET P

PAS

Risk Assessment
Safety Concept

Safety Design

System Implementation
Safety Validation

» CE Marking

» International
Compliance Services

» Plant Assessment

» Inspection of ESPE

Training

vV

Seminars
Courses



Support

Technical help round the clock!

Technical support is available
from Pilz round the clock. This
service is provided free of charge
beyond standard business hours.

Americas Europe
Brazil Austria
+55 11 8245-8267 +43 1 7986263-0

Mexico

+52 55 5572 1300

USA (toll-free)

+1 877-PILZUSA (745-9872)

Asia
China
+86 21 60880878-216
Japan
+81 45 471-2281
Korea
+82 2 2263 9540

Australia
Australia
+61 3 95446300

You can reach our
international hotline on:

+49 711 3409-444
support@pilz.com

Pilz GmbH & Co. KG
Felix-Wankel-StraBe 2
73760 Ostfildern, Germany

Telephone: +49 711 3409-0
Telefax: +49 711 3409-133
E-Mail: pilz.gmbh@pilz.de
Internet:  www.pilz.com

Belgium, Luxembourg

+32 9 3217575
England

+44 1536 462203
France

+33 3 88104000
Germany

+49 711 3409-444
Ireland

+353 21 4804983
Italy

+39 031 789511
Scandinavia

+45 74436332
Spain

+34 938497433
Switzerland

+41 62 88979-30
The Netherlands
+31 347 320477
Turkey

+90 216 5775552



Automation technology from Pilz

Total customer proximity

Pilz has a tradition as a family-
run company stretching back
over 60 years. Real proximity to
customers is visible in all areas,
instilling confidence through
individual consultation, total
flexibility and reliable service.
Worldwide, round the clock,

in 26 subsidiaries and branch
offices.

Benefit-oriented innovations

Our customer proximity is the
basis for our innovative strength.
We are always oriented towards
current market requirements,
which is why we can offer innova-
tive automation solutions in every
case. Market leadership in safe
automation secures our leader-
ship in research and technology.
Customer proximity and innova-
tion belong together and are
mutually dependent.

Overall solutions

Pilz is your solution supplier

for all automation functions.
Including standard control func-
tions. Pilz developments protect
man, machine and the environ-
ment. Our automation solutions
incorporate our knowledge and
experience from the stringent
demands of safety technology,
as well as the sum of our
knowledge gained from over

60 years' experience of general
automation technology.

All our experience and
knowledge go into individual
products and sophisticated
system solutions.

» Sensor technology
» Control technology
» Networks
» Drive technology
» Operator and
visualisation systems
» Software
» Automation system PSS 4000
» Consulting and engineering
» Training

the spirit of safety

With their knowledge, enthu-
siasm, creativity and courage to
take the unconventional route,
our staff have made us what we
are today: one of the leading

brands in automation technology.

More than 1400 staff, each
one of them an ambassador
for safety, make sure that your
company's most valuable
asset — your staff — can work
safely and free from injury.

Scan the QR code with your
smartphone to find out more
about Pilz.
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Selection guide

Sensor technology cable accessories

Selection guide - Cable for PSENini, PSEN

PSENini, PSENcode and PSENslock - Cable selection for connection to any evaluation device

- G —_——

PSEN cable M8-8sf

PSENini, PSENcode and PSENslock - Cable selection for series connection

]

PSEN Y junction M12-M12/M12

PSEN cable M8-8sf M8-8sm

Type Description

Features

Connection 1

PSEN cable M8-8sf

PSEN cable M12-8sf

PSEN cable M12-8af device

PSEN cable M12-5sf

PSEN cable M12-5af

Type

Cable for

Straight, M8, 8-pin, socket

connection to
any evaluation

Straight, M12, 8-pin, socket

Angled, M12, 8-pin, socket

Straight, M12, 5-pin, socket

Angled, M12, 5-pin, socket

Description

PSEN Y junction M8-M12/M12

Cable separator

PSEN Y junction M12-M12/M12

Cable separator

PSEN T junction M12

Diagnostic connector

PSEN cable M8-8sf M8-8sm

Extension cable

PSEN cable M8-8sf M8-8sm

Extension cable

PSEN cable M8-8sf M8-8sm

Extension cable

PSEN cable M12-8sf

Cable

PSENini, PSENcode and PSENslock - Cable selection for connection to PDP67 F 4 code

- = =

PSEN cable M12-8sf

3 li'l
n n
n _n

-

PDP67 F 4 code

Type Description

Features

Connection 1

PSEN cable M12-8sf Cable for Straight, M12, 8-pin, socket
M12-8sm connection to

PDP67 F 4 code
PSS67/PDP67 cable Cable for Straight, M12, 8-pin, plug
M12-8sm connection to

any evaluation

device
Type Description

PDP67 F 4 code

Passive junction for PSENcode



code and PSENslock

Order number (by length)

Connection 2 2m 3m 5m 10 m 20 m 30m

Open cable 533150 - 533151 533152 533153 533154
- 540319 540320 540321 540333 540326
- 540322 540323 540324 - 540325
- 630310 630311 630312 630298 630297
- 630347 630348 630349 - 630350

Features Order number

Series connection PSEN cs3.xx/PSEN cs4.xx with M8 plug, 8-pin 540327

Series connection PSENcode, PSENini, PSENslock with M12 plug, 8-pin 540328

» PSENini, PSENcode, PSENslock: Signal output 540331

» PSENslock: Lock signal

0.5 m, straight, M8, 8-pin, plug/socket 533155

1 m, straight, M8, 8-pin, plug/socket 533156

2 m, straight, M8, 8-pin, plug/socket 533157

5 m (see table below for additional cable lengths) 540341
Order number (by length)

Connection 2 2m 3m 5m 10m 20 m 30m

Straight, M12, 8-pin, plug 540340 - 540341 540342 540343 540344

Open cable 380700 - 380701 380702 380703 380704

Features Order number

» Multiple interface PDP67, protection type IP67

» Series connection up to PL e of EN ISO 13849-1, SIL CL 3 of EN/IEC 62061

and Cat. 4 of EN 954-1

773603

79



Selection guide
Sensor technology cable accessories

o

Selection guide - Cable for PSENini, PSENc

PSENini, PSENcode and PSENslock - Cable selection for connection to PDP67 F 8DI ION/PSS67

Type Description Features

Connection 1

. = =l ) Psse7/PDP67 cable Cable for Straight, M12, 5-pin, socket
M12-5sf M12-5sm connection to
PSS67/PDP67 cable M12-5sf PDP67 F 8DI ION/ -
PSS67/PDP67 cable PSS67 Angled, M12, 5-pin, socket
M12-5af M12-5am
Lo o Y
L
. Type Description
i A PDP67 F 8DI ION Sensor junction box for
i decentralised periphery
L PNOZmulti
PDP67 F 8DI ION

PSENmech and PSENrope - Cable selection for connection to PDP67 F 8DI ION/PSS67

Type Description Features

Connection 1

— ‘ = | PSS67/PDP67 cable Cable for Open cable
connection to
PSS67/PDP67 cable PDP67 F 8DI ION/
PSS67
fal o« £
L
Type Description
L TR PDP67 F 8DI ION Sensor junction box for
decentralised periphery
i_.n PNOZmulti

PDP67 F 8DI ION



ode, PSENslock, PSENmech and PSENrope

Order number (by length)

Connection 2 2m 3m 5m 10 m 20 m 30 m
Straight, M12, 5-pin, plug - 380208 380209 380210 380220 380211
Angled, M12, 5-pin, plug - 380212 380213 380214 - 380215
Features Order number
Multiple interface PDP67, protection type IP67, PL e of EN ISO 13849-1, 773600
SIL CL 3 of EN/IEC 62061 and Cat. 4 of EN 954-1

Order number (by length)
Connection 2 2m 3m 5m 10 m 20 m 30 m
Straight, M12, 5-pin, plug - 380705 - 380706 380707 380708

Features

Order number

Multiple interface PDP67, protection type IP67, PL e of EN ISO 13849-1,
SIL CL 3 of EN/IEC 62061 and Cat. 4 of EN 954-1

773600
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Selection guide
Sensor technology cable accessories

Selection guide - Cable for PSENmag

PSENmag - Cable selection for connection to any evaluation device

Type Description Features

Connection 1

- -_— PSEN cable M8-4sf Cable for Straight, M8, 4-pin, socket
connection to
PSEN cable M8-4sf PSEN cable M8-4af any evaluation Angled, M8, 4-pin, socket
PSEN cable M8-8sf device Straight, M8, 8-pin, socket
PSEN cable M12-8sf Straight, M12, 8-pin, socket
PSEN cable M12-8af Angled, M12, 8-pin, socket
PSEN cable M12-5sf Straight, M12, 5-pin, socket

PSENmag - Accessory selection for series connection

Type Description

PSEN ix1 Multiple interface
(PSEN 1 series),
IP20 protection type

PSEN i1 Multiple interface
(PSEN 2 series),
IP20 protection type

PSENmag - Cable selection for connection to PDP67 F 8Dl ION/PSS67

Type Description Features

Connection 1

. = =l ] Pss67/PDPG7 cable Cable for Straight, M12, 5-pin, socket
M12-5sf connection to
PSS67/PDP67 cable M12-5sf PDP67 F 8DI ION/
PSS67/PDP67 cable PSS67 Angled, M12, 5-pin, socket
M12-5af
PSS67/PDP67 cable Straight, M8, 4-pin, socket
M8-4sf 1
PSS67/PDP67 cable Angled, M8, 4-pin, socket
M8-4af "
al o
L
SR Type Description
i
- PDP67 F 8DI ION Sensor junction box for

decentralised periphery
PDP67 F 8DI ION PNOZmulti



Order number (by length)

Connection 2 2m 3m 5m 10 m 20 m 30m

Open cable 533111 - 533121 533131 - 533141
533110 - 533120 533130 - 533140
533150 - 533151 533152 533153 533154
- 540319 540320 540321 540333 540326
- 540322 540323 540324 - 540325
- 630310 630311 630312 630298 630297

Features Order number

» Series connection up to PL ¢ of EN ISO 13849-1, SIL CL 1 of EN/IEC 62061 535120

and Cat. 2 of EN 954-1
» Can be used for connection to: PNOZsigma, PNOZpower, PNOZ X, PNOZmulti, PSS

) Series connection up to PL ¢ of EN ISO 13849-1, SIL CL 1 of EN/IEC 62061 535110
and Cat. 2 of EN 954-1
» Can be used for connection to: PNOZelog, PNOZmulti, PSS

Order number (by length)

Connection 2 2m 3m 5m 10 m 20 m 30m

Straight, M12, 5-pin, plug - 380208 380209 380210 380220 380211
Angled, M12, 5-pin, plug - 380212 380213 380214 - 380215
Straight, M12, 5-pin, plug - 380200 380201 380202 - 380203
Angled, M12, 5-pin, plug - 380204 380205 380206 - 380207

 An adapter is also required, order number: 380300

Features Order number

Multiple interface PDP67, protection type IP67, PL e of EN ISO 13849-1, 773600
SIL CL 3 of EN/IEC 62061 and Cat. 4 of EN 954-1
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Selection guide

Sensor technology cable accessories

Selection guide - Cable for PSENhinge

PSENhinge - Cable selection for connection to any evaluation device

[
-

PSEN cable M12-4sf

Description

Features

Connection 1

PSEN cable M12-4sf

PSEN cable M12-5sf

PSEN cable M12-5af

Cable for
connection to
any evaluation
device

PSENhinge - Cable selection for connection to PDP67 F 8Dl ION/PSS67

. = =il

PSS67/PDP67 cable M12-5sf

o
n"

PDP67 F 8DI ION

PSS67/PDP67 cable

PSS67/PDP67 cable

Cable for
connection to
PDP67 F 8DI ION/
PSS67

Straight, M12, 4-pin, socket

Straight, M12, 5-pin, socket

Angled, M12, 5-pin, socket

Straight, M12, 5-pin, socket

Angled, M12, 5-pin, socket

Description

PDP67 F 8DI ION

Sensor junction box for
decentralised periphery
PNOZmulti



pilz

Order number (by length)

Connection 2 3m S5m 10m 20 m 30 m

Open cable 630300 630301 630302 = 630296
630310 630311 630312 630298 630297
630347 630348 630349 = 630350

Straight, M12, 5-pin, plug 380208 380209 380210 380220 380211

Angled, M12, 5-pin, plug 380212 380213 380214 = 380215

Y An adapter is also required, order number: 380300

Features Order number

Multiple interface PDP67, protection type IP67, PL e of EN ISO 13849-1, 773600
SIL CL 3 of EN/IEC 62061 and Cat. 4 of EN 954-1
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Selection guide

Sensor technology cable accessories

Selection guide - Cable for PSENopt

PSENopt - Cable selection for connection to any evaluation device

. = -

PSEN op cable M12-4sf

F -—

& PSEN op cable M12-5af

PSENopt - Accessory selection for cascadable light grids

PSEN op connector M12-5f

PSEN op cable M12-4sf

Type Description Features
Connection 1
PSEN op cable M12-4sf Cable for Unshielded, straight, M12,

PSEN op cable M12-4af

PSEN op cable M12-5sf

PSEN op cable M12-5af

type 2 light grid,
for connection
to any evaluation
device

4-pin, socket

Unshielded, angled, M12,
4-pin, socket

Unshielded, straight, M12,
5-pin, socket

Unshielded, angled, M12,
5-pin, socket

PSEN op cable M12-4sf
shielded

PSEN op cable M12-4af
shielded

PSEN op cable M12-8sf
shielded

PSEN op cable M12-8af
shielded

Cable for

type 4 light grid,
for connection
to any evaluation
device

Shielded, straight, M12,
4-pin, socket

Shielded, angled, M12,
4-pin, socket

Shielded, straight, M12,
8-pin, socket

Shielded, angled, M12,
8-pin, socket

Type Description Features
Connection 1
PSEN op connector M12 coupling M12, 5-pin, socket

M12-5f

sockets, for
cascade master
in standalone
mode

PSEN op cable axial Cable for Shielded, straight, M12,
M12-5sf shielded cascading 5-pin, socket
PSEN op cable Cable for Shielded, straight, M12,
M12-4sf shielded L-Muting 4-pin, socket
PSEN op cableset Y-cable for Shielded, straight, M12,
M12-4sf shielded T-Muting 4-pin, socket



Order number (by length)

Connection 2 3m 5m 10m 30m

Open cable 630300 630301 630302 630296
630341 630342 630343 630344
630310 630311 630312 630297
630347 630348 630349 630350
630303 360304 630305 630309
630306 630307 630308 630319
630313 630314 630315 630328
630316 630317 630318 630329
Order number (by length)

Connection 2 0.5m 0.75m 1m

- 630285 - -

Shielded, straight, M12, 630280 - 630281

5-pin, socket

Shielded, angled, M12, - 630282 -

4-pin, socket

2 connections: shielded, 630295 - -

angled, M12, 4-pin, socket
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Selection guide

Sensor technology cable accessories

Selection guide - Cable accessories for se

Sensor technology PSEN - Accessory selection for self-assembly plugs and sockets

PSEN/PDP67 M12-8sf
screw terminals

PSEN/PDP67 M12-8sm
screw terminals

Type

Description

Features

Connection 1

PSS67 M12 connector
M12-5sf

Female connector

Straight, M12, socket

PSS67 M12 connector
M12-5sm

Male connector

Straight, M12, plug

PSS67 M12 connector
M12-5af

Female connector

Angled, M12, socket

PSS67 M12 connector
M12-5am

Male connector

Angled, M12, plug

PSEN/PDP67 M12-8sf
screw terminals

Female connector

Straight, M12, socket

PSEN/PDP67 M12-8sm
screw terminals

Male connector

Straight, M12, plug



nsor technology PSEN®

Connection 2

Order number

Screw terminal suitable for 5-core cable, max. 0.75 mm?2

380309

380308

380311

380310

Screw terminal suitable for 8-core cable, max. 0.5 mm?2

540332

540334

89



o

Selection guide

Sensor technology accessories

Selection guide - Accessories PSENrope, PSEN

Accessories PSENrope

Accessories PSENmech

PSEN screw

90

Description Features Quantity  Order number
Type
Block rope pulley Rotatable 1 570313
PSEN rs pulley flex
Rope for rope pull switch » Rope diameter: 3 mm 1 50 m......... 570314
PSEN rs rope d3/d4 » Insulation diameter: 4 mm 100 m ........ 570315

» PVC-coated, red
Guide roller @ 75 mm 1 570312
PSEN rs pulley 75
Tension spring Steel, max. spring force
PSEN rs spring to tension the rope

175N 1 570310

300 N 1 570311
One-way screw ) Stainless steel
to secure the actuator > Drive: One-way slot

(safety screw)

PSEN screw M4x16 > M4, 16 mm 10 540310

) Suitable for PSEN me1x/1AS

and PSEN me4

PSEN screw M5x20 » M5, 20 mm 10 540312

) Suitable for PSEN me1x/1AR,

PSEN me2 and PSEN me3



mech, PSENcode, PSENhinge and PSENslock

Accessories PSENcode

PSEN screw

Accessories PSENhinge

Accessories PSENslock

PSEN screw

Description Features Quantity  Order number
Type
One-way screw ) Stainless steel
to secure the actuator » Drive: One-way slot
(safety screw)
PSEN screw M5x10 > M5, 10 mm 10 540311
» Suitable for PSEN cs1.x
and PSEN cs2.x
PSEN screw M5x20 > M5, 20 mm 10 540312
) Suitable for PSEN cs1.x
and PSEN cs2.x
Blank hinge Stainless steel 1 570280
PSEN hs1 hinge
Change kit To re-adjust the switching point 1 570281
PSEN hs kit1
One-way screw » Stainless steel
to secure the actuator » Drive: One-way slot
(safety screw)
PSEN screw M5x20 > M5, 20 mm 10 540312
» Suitable for PSEN sl-x
Mounting bracket
PSEN sl bracket sliding door For sliding gates 2 570551
PSEN sl bracket swing door For swing gates 1 570550
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Selection guide - Accessories PSENopt

Accessories PSENopt - Body protection

Description Features/Length Quantity  Order number
Type

l IP67/IP69K protective housing "
for light grids
PSEN 0p67-69K-2-050 50 cm 1 630942
PSEN 0p67-69K-3-080 80 cm 1 630943
PSEN 0p67-69K-4-090 90 cm 1 630944
PSEN 0p67-69K-4-120 120 cm 1 630945

i Front protection

PSEN 0p67-69K-2-050 PSEN op Lens Shield-2-050 50 cm 1 630922

PSEN op Lens Shield-3-080 80 cm 1 630923
PSEN op Lens Shield-4-090 90 cm 1 630924
PSEN op Lens Shield-4-120 120 cm 1 630925

" Application: one light grid per protective housing
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Accessories PSENopt — Hand and finger protection

PSEN 0p67-69K-060/1

PSEN op
Lens Shield-015/1

Description Features/Length Quantity  Order number
Type

IP67/IP69K protective housing "

for light grids

PSEN 0p67-69K-015/1 15 cm 1 630930
PSEN 0p67-69K-030/1 30cm 1 630931
PSEN 0p67-69K-045/1 45 cm 1 630932
PSEN 0p67-69K-060/1 60 cm 1 630933
PSEN 0p67-69K-075/1 75 cm 1 630934
PSEN 0p67-69K-090/1 90 cm 1 630935
PSEN 0p67-69K-105/1 105 cm 1 630936
PSEN 0p67-69K-120/1 120 cm 1 630937
PSEN 0p67-69K-135/1 135cm 1 630938
PSEN 0p67-69K-150/1 150 cm 1 630939
PSEN 0p67-69K-165/1 165 cm 1 630940
PSEN 0p67-69K-180/1 180 cm 1 630941
Front protection

PSEN op Lens Shield-015/1 15 cm 1 630910
PSEN op Lens Shield-030/1 30 cm 1 630911
PSEN op Lens Shield-045/1 45 cm 1 630912
PSEN op Lens Shield-060/1 60 cm 1 630913
PSEN op Lens Shield-075/1 75cm 1 630914
PSEN op Lens Shield-090/1 90 cm 1 630915
PSEN op Lens Shield-105/1 105 cm 1 630916
PSEN op Lens Shield-120/1 120 cm 1 630917
PSEN op Lens Shield-135/1 135cm 1 630918
PSEN op Lens Shield-150/1 150 cm 1 630919
PSEN op Lens Shield-165/1 165 cm 1 630920
PSEN op Lens Shield-180/1 180 cm 1 630921

" Application: one light grid per protective housing
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Selection guide - Accessories PSENopt

Accessories PSENopt - Body, hand and finger protection

Description Features Quantity  Order number
Type

Mounting bracket

— PSEN op Bracket Suitable for muting sensors 1 630324
e W
et PSEN op Bracket kit ) Suitable for all PSENopt 4 630325
except PSEN op2H
PSEN op bracket > Profile: 30 x 30 mm
turnable (kit) PSEN op Bracket kit adjustable » Adjustable 4 630326
> Profile: 30 x 30 mm
T PSEN op Bracket kit antivibration » Vibration-resistant 4 630327
Lk » Profile: 30 x 30 mm
PSEN op bracket turnable (kit) ) Suitable for PSEN op.../1, 4 6307722
rotatable and adjustable
> Profile: 30 x 30 mm

Test rods For regular

PSEN op Testpiece function test

PSEN op Testpiece F 14mm Finger protection, o 14 mm 1 630345
——
. PSEN op Testpiece H 30mm Hand protection, g 30 mm 1 630346
|'%\.—_ =
s Alignment guide Laser protection class 2 1 630340
Laser pointer for PSEN 4/2 in accordance with EN 60825-1
Laser pointer Junction box Suitable for PSEN op4B-T/-L/-S 1 630370
for PSEN 4/2 PSEN iop 1
. . Included with the PSENopt
i E ?2Included with the PSEN op.../1
L - -
PSEN iop 1
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Accessories PSENopt — Access protection (1 beam)

Description Features Quantity  Order number
Type

Deviating mirror Suitable for light beam devices 1 630711

PSEN 2S/4S mirror PSEN 0op2S/4S

Mounting bracket Suitable for light beam devices 2 630712

PSEN 2S/4S bracket

Accessories PSENopt - Muting

PITsi 1.1

Description
Type

PSEN op2S/4S

Features Quantity

Order number

Signal lamp for muting mode

PIT si 1.1

PIT si 1.2

PIT si 2.1

» Operating range: 0.1 ... 3 m
Protection type: IP65
» Supply voltage: 24 VDC

v

» Unmonitored 1
in accordance with EN/IEC 61496

» Incl. incandescent lamp,
mounting bracket and 2 screws

620010

» Monitored in accordance with 1
EN/IEC 61496 and VDE 0113-201

) 2 semiconductor outputs
to monitor the function of
the filament

» TUV approval

620020

» Unmonitored in accordance with 1
EN/IEC 61496 and VDE 0113-201

» TUV approval

» Incl. LED, mounting bracket
and 2 screws

» Service life up to 50000 hours

620015
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Selection guide - Accessories PSENopt, P

Accessories PSENopt - Muting

Description Features Quantity  Order number
Type
2 Muting sensors » Output: PNP, N/O and N/C
» Supply voltage:
10 ... 30 VDC
» Connection: Male connector,
M12, 4-pin
PSEN op1.1 PSEN op1.2 Emitter M12 Transmitter: 1 630322
) Suitable for PSEN op4,
PSEN op2B
» Operating range: 0 ... 20 m
PSEN op1.1 Receiver Receiver: 1 630321
pnp no/nc M12 ) Suitable for PSEN op4,
PSEN op2B
> Operating range: 0 ... 20 m
PSEN op1.3 Reflex Reflex: 1 630320
pnp no/nc M12 ) Suitable for PSEN op2B,

PSEN op4, PSEN opSB
> With prism reflector
> Operating range: 0.1 ... 6 m

PSEN op Reflector Reflector: 1 630323
» Suitable for PSEN op2B,
PSEN op4, PSEN opSB
> With prism reflector
) Operating range: 0.1 ... 6 m

PSEN op1.4 L-Reflex Reflex: 1 630707
Suitable for L-configuration on
PSEN op4B-S-x-xxx

PSEN op1.5 L-Reflector Reflector: 1 630708
Suitable for L-configuration on
PSEN op4B-S-x-xxx

PSEN op1.6 T-Reflex Reflex: 1 630709
Suitable for T-configuration on
PSEN op4B-S-x-xxx
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SENvip and SafetyEYE®

Accessories PSENvip

Description Features Quantity  Order number
Type
Adapter plate To mount the PSENvip AP 2 583205
PSENvip MB on to any bracket,
¥ J with slot
\ ¥
Retaining brackets Retaining brackets (set) 2 583206
PSENvip MS for installation
Adjustment plates For PSENVvip, transmitter and 2 583202"
PSENvip MS PSENvip AP receiver
Adjustment templates
PSENvip AT mag With magnet to align PSENvip 2 583203"
on a first-time installation
PSENvip AT mech For mechanical installation 2 583204
PSENvip AT mag in the tool holder on
a first-time installation
Test piece For regular function test, 1 583200"
PSENvip TP finger protection
"Included with the PSENvip (set)
PSENvip TP
Accessories SafetyEYE
Description Features Quantity  Order number
Type
Swivel arm For installing the sensing device 1 5811502
5 PSEN se PA 250
' Mounting bracket » Suitable for mounting plate for 1 5812012
PSEN se PA 250 PSEN se AU AM2 Rear Mount the analysis unit (2nd generation)
» Dimensions (H x W x D):
250 x 30 x 55 mm
CompactFlash card For storing the project, 1 3103889 4
CompactFlash Karte 4 GByte memory capacity
CompactFlash Karte Screw connector Plug-in screw terminals (1 set)
PSS ZKL 3047-3 For PSS 3047-3 ETH-2 SE 1 3009002
PSS ZKL 3075-3 fur PSS SB 3075-3 ETH-2 SE 1 300910

2 Included with the SafetyEYE Starter Set
92 cards included with the SafetyEYE Starter Set
42 cards included when ordering an analysis unit
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Selection guide
Sensor technology accessories

Selection guide - Accessories SafetyEYE®

Accessories SafetyEYE
Description Features Quantity  Order number
Type
Cable for data and To connect the sensing device 1 15m ... 581122
supply voltage to the analysis unit: FOC 30m....... 5811237
PSEN se Cable FO2C for data, copper cables for 50m....... 581124
12 V supply voltage 80m..... 581125
PSEN se Cable FO2C Ethernet connection cable To connect the analysis unit to 1 Tm.... 5811122
PSEN se Cable ETH Patch the programmable control system or 5m...... 5811117
configuration PC, shielded
n @ Setup markers Depends on the distance between
— sensing device and user plane
PSEN se SM 6 1...6m 5 5811609
PSEN se SM 10/
PSEN se RM 10 PSEN se SM 10 4..10m 5 5811619
Reference markers Depends on the distance between
sensing device and user plane
A PSEN se RM 6 1...5m 6 5811709
PSEN se RM 10 4...9m 6 5811719
Software
SafetyEYE
Configurator SafetyEYE Assistant Basic licence for the SafetyEYE 1 581250B?
and Configurator, base licence Assistant and Configurator
SafetyEYE Assistant CD containing the configuration 1 581250D%
and Configurator CD software SafetyEYE Assistant and
Configurator
SafetyEYE Assistant CD containing configuration 1 581250
] and Configurator CD, software for SafetyEYE Assistant
documentation and Configurator, plus SafetyEYE
PIT si3.1 documentation
SafetyEYE Assistant Copy licence for the SafetyEYE 1 581250K
and Configurator, copy licence Assistant and Configurator
Indicator light unit » Red, amber, green 1 5811909
PIT si3.1 indicator light unit » Supply voltage: 24 VDC
Test piece For regular function test, 1 5811829
PSEN se TO Body 140 body protection, @ 140 mm
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